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GENERAL NOTES

1. NOTES ON DRAWINGS REPRESENT ONLY
A SMALL PORTION OF THE SCOPE OF WORK.
SEE PARAGRAPH 1.01 SUMMARY IN EACH
SECTION OF THE PROJECT MANUAL FOR A
COMPLETE DESCRIPTION OF THE WORK.
NUMBERED KEYNOTES ON DRAWINGS
REFER TO THE SPECIFICATION SECTION
NUMBER(000000), PARAGRAPH(1.01) AND
WORK ITEM(A).

2. THIS DRAWING IS A CONCEPT PLAN ONLY.

CONTRACTOR IS RESPONSIBLE FOR

3. REFER TO THE LEAD REPORT INCLUDED
IN THE PROJECT MANUAL FOR THIS
PROJECT FOR AN INDICATION OF ITEMS AND
SURFACES WITH LEAD-BASED PAINT
HAZARD. FOLLOW THE REQUIREMENTS IN
THE SECTION 028313 FOR TREATMENT OF
THESE ITEMS AND URFACES. TREATMENT
APPROACHES TO BE DETERMINED BY THE
CERTIFIED LEAD SUPERVISOR FOR THE
CONTRACTOR, BASED ON THE FINISHED
WORK RESULT INDICATED IN THE SCOPE OF
WORK.

4. REFER TO THE ASBESTOS/HAZARDOUS
MATERIALS SURVEY INCLUDED IN THE
PROJECT MANUAL FOR THIS PROJECT FOR
AN INDICATION OF ITEMS AND SURFACES
WITH AN ASBESTOS HAZARD. FOLLOW THE
REQUIREMENTS IN SECTION 028200 FOR
TREATMENT OF THESE ITEMS AND
SURFACES. REMOVAL WORK MUST BE DONE
BY A LICENSED ASBESTOS CONTRACTOR
FOLLOWING PROPER ABATEMENT
PROCEDURES FOR REMOVAL AND DISPOSAL
AS MANDATED BY THE STATE OF

275 East Fourth Street, Suite 800, St. Paul, MN 5510 1

p 651.225.8623 £651.225.8720 www.cermakrhoades.com

CERMAK RHOADES ARCHITECTS

| hereby certify that this plan, specification,

VERIFYING ALL MEASUREMENTS AND CODE MINNESOTA. e e ™
FEAS|B|L|TY OF CONCEPT PLAN registered _Architect under the laws of the
State of Minnesota.
Signed
DATE
REG. NO.
LLl
)
=
Ll
=
0 <
— — S w
— - =
— — < c<%
—] — = o
=L =S
—] — o %
/’ \\ o O 2_
3 T oss
= — =T b ©sE
= |:| :| — 0 W OEs
| % E E E — E REVISIONS
i |_| J E E E =T 12/5/12 FOR REBIDDING
T S e | Bt s 7 I
L (I ‘ e T AT D D
JOB NO. 1205
FILE NAME 1205-CD-662 Cottage.dwg
WEST ELEVATION

O

178 = 10"

NORTH ELEVATION
1 Fe—t




DOOR SCH

EDULE

WINDOW SCHEDULE

urth Street, Suite 800, St. Paul, MN 5510 1

275 East For
p 651.225.8623 £651.225.8720 www.cermakrhoades.com

CERMAK RHOADES ARCHITECTS

TYPE |  ROUGH OPENING TYPE LOCATION REMARKS

O o LIVING, BEDROOM 1,
@ §-0"(W)x5-0°(H) | DOUBLEHUNG | genpno 2, BEDROOM 3

L e BEDROOM 1, BEDROOM 3,
2-0"(W)x3-6'(H) | DOUBLEHUNG | "parum00m 2, KITGHEN
@ 3-0"(W) x3-6'(H) | DOUBLEHUNG | KITCHEN, BEDROOM 3

LIVING, DINING,
@ 2-0"W)x5-0"H) | DOUBLEHUNG | BATHROOM 1, BASEMENT
STAR

@ 2.7"W) x 1-4'(H) | GLASS BLOCK BASEMENT

| hereby certify that this plan, specification,
or report was prepared by me or under my
direct supervision and that | am a duly
registered Architect under the laws of the
State of Minnesota.

NOTE: FIELD VERIFY ALL SIZES AND DIMENSIONS

DOOR HARDWARE
DOOR # LOCATION WIDTH HEIGHT TYPE FRAME TYPE | FUNCTION NOTES
01 LIVING / EXTERIOR 30" 7.gr | METALINSUL | PREHUNG
02 DINING CLOSET 20" 7-0"
03 DINING / EXTERIOR 30" 7.gr | METALINSUL | PREHUNG
oC
g o4 BATHROOM 1 o J.gr | WOODPANEL | PREHUNG
[
'—
w
& 05 BASEMENT STAIR g 7.or | WOODPANEL | PREHUNG
05 BEDROOM 1 o J.gr | WOODPANEL | PREHUNG
WO0OD PANEL |  PREHUNG COORDINATE UNDERCUT
07 BEDROOM 1 CLOSET g 7-0" WITH MECHANICAL
o . | WOODPANEL | PREHUNG COORDINATE UNDERCUT
08 | BEDROOM2 2-8 70 WITH MECHANICAL
09 BEDROOM 2 CLOSET g 7-0"
_ 0 BATHROOM 2 o s | WOODPANEL | PREHUNG
o
= o | WOODPANEL | PREHUNG COORDINATE UNDERCUT
2 L BEDROOM 3 2-8 7-0 WITH MECHANICAL
o
3 12 BEDROOM 3 CLOSET 6-0" 7-0"
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NUMBERED KEYNOTES ON DRAWINGS
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= 2EGISTER REFER TO THE SPECIFICATION SECTION
NUMBER(000000), PARAGRAPH(1.01) AND
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2. THIS DRAWING IS A CONCEPT PLAN ONLY.

3. REFER TO THE LEAD REPORT INCLUDED
IN THE PROJECT MANUAL FOR THIS
PROJECT FOR AN INDICATION OF ITEMS AND
SURFACES WITH LEAD-BASED PAINT
HAZARD. FOLLOW THE REQUIREMENTS IN
THE SECTION 028313 FOR TREATMENT OF
THESE ITEMS AND URFACES. TREATMENT
APPROACHES TO BE DETERMINED BY THE
CERTIFIED LEAD SUPERVISOR FOR THE
CONTRACTOR, BASED ON THE FINISHED
WORK RESULT INDICATED IN THE SCOPE OF
WORK.

4. REFER TO THE ASBESTOS/HAZARDOUS
MATERIALS SURVEY INCLUDED IN THE
PROJECT MANUAL FOR THIS PROJECT FOR
AN INDICATION OF ITEMS AND SURFACES
WITH AN ASBESTOS HAZARD. FOLLOW THE
REQUIREMENTS IN SECTION 028200 FOR
TREATMENT OF THESE ITEMS AND
SURFACES. REMOVAL WORK MUST BE DONE
BY A LICENSED ASBESTOS CONTRACTOR
FOLLOWING PROPER ABATEMENT
PROCEDURES FOR REMOVAL AND DISPOSAL
AS MANDATED BY THE STATE OF
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NOTE: SEE A8 FOR GENERAL NOTES.

PORCH ROQF CONSTRUCTION:
ASPHALT SHINGLES

1 LAYER 15# ROOQFING FELT

5/8" 0SB ROOF SHEATHING
HAND-FRAMED ROOF CONSTRUCTION-

EXISTING EXTERIOR WALL
PRE-FINISHED METAL FLASHING
2X8 LEDGER BOARD NAILED

TO WALL STUDS W/ 3-16d
NAILS EACH

SIMPSON LUS28 HANGER

2X8 RAFTERS @ 16"0.C. W/NOTCH CUT
2X4 SOFFIT FRAMING @24"0.C.,

NAIL ENDS W/ 2-16d NAILS

PRE-FIN. ALUM. SOFFIT

1X4 PTD. WD.
BASE BELOW
9
ji(g BEAM & COLUMN 6X6 TREATED
. WD. POST
SIMPSON H2.5 HURRICANE CLIP y SNty
WD. BLOCKING — '? 1
\BZ
CONT. MTL. DRIP EDGE / 1XWD. TRIM. AL /\ 1| »
1X2 WD. TRIM, PTD. _— CORNERS MITRED, z
TRIMMED FLUSH,
6" FIBERCEMENT TRIM, PTD. 3 SQUARE AND SEALED
8" FIBERGEMENT TRIM, PTD.——— a ggr O SMOOTHFINISH
| T = a
SIMPSON AC6 POST CAPS \_ S 5 COLUMN DETAIL
3-2X10 WD HEADER—/ T ~ -8 szjr\ 112" =1-0"
- a—) P
FIBERCEMENT TRIM, PTD. i i )
FILLER B/T COLUMN ol
2X WD. TRIM, PTD. d
WD. CROWN MOULDING, PTD. \/ \VAR
BUILT-UP WOOD COLUMN, PTD.
4 PORCH DETAIL
34 =10
N o vowemercemen
2X4 PLOWED WD. TOP RAIL, PTD. ———— ™ SIDING ABOVE DECK,
_/’ 2" MIN:
3/4" 1/4 ROUND WD. TRIM, PTD. SRE-FINISHED. METAL
] FLASHING WITH 6" |
2X2 WD. PICKETS @4" 0.C., PTD. | = VERTICAL LEG TUCKED —
(2 1/2" SPACE BETWEEN PICKETS) ——— | & UNDER WATER-RESISTIVE |
61/2" BARRIER |
2X4 WD. BOTTOM RAIL, PTD. A \
& GAP BETWEEN DECK /
3/4" 1/4 ROUND WD. TRIM, PTD. ~~ BOARD & FLASHING FOR |
1X10 APRON, PTD. \ | DRAINAGE |
TONGUE & GROOVE WD. = \ -
DECKING — _~] LAP FLASHING OVER TOP -
AT et i
@ TOP & BOTTOM OF qH AND BEAMS 3
LATTICE FOR SUPPORT X
1X4 WD. LATTICE, PTD. W/ 1/2" g
CAP BETWEEN —/' JOIST HANGER AT WALL—
6X6 TREATED WD. POST SECURE LEDGER W/ ]
/E L MASONRY EXPANSION
1X4 WD. TRIM, PTD. ANCHORS @ 8" 0.c. —1/
.4
SIMPSON CB66 POST BASE, e EXISTING MASONRY WALL —

ANCHORED TO POST AND -
CONC. POST FOQOTING

O

PORCH DETAIL

4" = 10"

PORCH DETAIL

— VERIFY DEPTH OF LIP IN

Go—

BUILT UP WD. COLUMN, PTD.
2X4 WD. RAIL, PTD.

S

2X2 WD. PICKETS @ 4" 0.C., PTD.

=3

1X4 WD. BASE, PTD., HOLD
WOO0D TRIM 2 ABOVE DECK

SLOPE FRAMING AND DECKING
1/8" PER FOOT, PARALLEL TO
DECKING DIRECTION

7

|
|
(2 1/2" SPACES IN BETWEEN) |
2X4 WD. BOTTOM RAIL, PTD. i\ i
1X 4 WD. T&G DECKING, PT[\ |
N
|
|

8!_4"

3
a7/

6X6 TREATED WOOD POST ON
16" DIAMETER CONC. POST

_ — — — —

FOOTING, W/ 8" SQUARE OR S
12" DIA. THROAT AT TOP,

BOTTOM OF FOOTING SAME

ELEV. AS BSMT. FTG. 3

THE FIELD AND
CONSTRUCT NEW

FOUNDATION AT ENTRY a T
ADDITION TQ MATCH e

PR

B.0. POST FTG. &

B.0. BSMT. FTG

3

PORCH SECTION
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GENERAL NOTES:

1. NOTES ON DRAWINGS REPRESENT
ONLY A SMALL PORTION OF THE SCOPE
OF WORK. SEE PARAGRAPH 1.01
SUMMARY IN EACH SECTION OF THE
PROJECT MANUAL FOR A COMPLETE
DESCRIPTION OF THE WORK. NUMBERED
KEYNOTES ON DRAWINGS REFER TO
THE SPECIFICATION SECTION
NUMBER(000000), PARAGRAPH(1.01)
AND WORK ITEM(A).

2. THIS DRAWING IS A CONCEPT PLAN
ONLY. CONTRACTOR IS RESPONSIBLE
FOR VERIFYING ALL MEASUREMENTS
AND CODE FEASIBILITY OF CONCEPT
PLAN.

3. REFER TO THE LEAD REPORT
INCLUDED IN THE PROJECT MANUAL
FOR THIS PROJECT FOR AN INDICATION
OF ITEMS AND SURFACES WITH
LEAD-BASED PAINT HAZARD. FOLLOW
THE REQUIREMENTS IN THE SECTION
028313 FOR TREATMENT OF THESE
ITEMS AND SURFACES. TREATMENT
APPROACHES TO BE DETERMINED BY
THE CERTIFIED LEAD SUPERVISOR FOR
THE CONTRACTOR, BASED ON THE
FINISHED WORK RESULT INDICATED IN
THE SCOPE OF WORK.

4. REFER TO THE
ASBESTOS/HAZARDOUS MATERIALS
SURVEY INCLUDED IN THE PROJECT
MANUAL FOR THIS PROJECT FOR AN
INDICATION OF ITEMS AND SURFACES
WITH AN ASBESTOS HAZARD. FOLLOW
THE REQUIREMENTS IN SECTION 028200
FOR TREATMENT OF THESE ITEMS AND
SURFACES. REMOVAL WORK MUST BE
DONE BY A LICENSED ASBESTOS
CONTRACTOR FOLLOWING PROPER
ABATEMENT PROCEDURES FOR
REMOVAL AND DISPOSAL AS
MANDATED BY THE STATE OF
MINNESOTA.

5) ALL FIBER CEMENT & WOOD TRIM TO
BE PAINTED, TYPICAL.

SEE 1/A7 FOR ROOF
CONSTRUCTION. ENTRY AREA
TO INCLUDE SPRAY FOAM
INSULATION IN SMALL ATTIC
AND 5/8" GYPSUM BOARD
CEILING TO ALIGN WITH
EXISTING CEILING IN LIVING
ROOM.

SEE 4/A7 FOR EAVE NOTES
AND DIMENSIONS

SEE EXTERIOR ELEVATIONS
FOR WINDOW TRIM SIZES

NEW WALL CONSTRUCTION:

PTD. MTL. HANDRAIL, ANCHORED
TO STEPS & COLUMN —————— |

2-2X6 WD. TREADS PTD. W/ 1X

WD. SOLID RISERS PTD. ON 2X12
TR. WD. STRINGERS ————_|
CONC. WALK, TIED W/ REBAR

TO (2) 8" CONCRETE PIERS \Lll—"—'”

04 .o L7 |
"1\\ L
M
SEE 1/A7 AND PLAN ¢/ ‘
DRAWINGS FOR PORCH
COMPONENTS & FRAMING

PORCH & DECK STAIR SECTION
@ 8" = 10"

1/2" EXTERIOR PLYWOOD
SHEATHING ON 2x6 STUDS AT
16" 0.c. WITH 3" SPRAY FOAM
IN THE CAVITY AND FINISHED
WITH 5/8" INTERIOR GYPSUM
BOARD

PRE-FINISHED METAL
FLASHING WITH 4" VERTICAL
LEG, TUCKED BEHIND WATER

RESISTIVE BARRIER ——\

TREATED WOOD SILL PLATE —_|

& ANCHOR BOTS @ 12" o.c.

(2) COURSES 6" x 6" CMU
ON TOP OF 8"x 12" CMU

W0

— SPRAY FOAM AT RIM JOIST

— FLOOR CONSTRUCTION:

T&G PLYWOOD SUBFLOOR ON 2x JOISTS
TO MATCH EXSITING DEPTH. SEE SPEC
FOR FINISH FLOORING & BASE.

FOUNDATION. SEE OiZOL'
FOR REINFORCING

2" RIGID INSULATION AT
INTERIOR FACE OF NEW

FOUNDATION

VAPOR BARRIER ON 2" SAND ——

CUSHION, SEALED AT
PERIMETER AND COVERED

WITH 3" PEA GRAVEL BALLAST.
SAME SYSTEM AT ENTIRE
EXISTING CRAWL SPACE.

MATCH FOOTING DEPTH OF
EXSTING CRAWL SPACE

FOUNDATION. SEE 03 3000
FOR FOOTING SIZE AND
REINFORCING

DEMOLISH 3' WIDE AND 2
TALL OPENING IN EXISTING
FOUNDATION WALL

ENTRY SECTION
L Frr
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Sheet1

662 Cottage Ave

QTY COMMON NAME SIZE

RAINGARDEN 1

1 Am Compact Cranberry 2 Gallon

2 Annabelle Hydrangea 2 Gallon

4 Rocket Ligularia 1 Gallon

6 Joe Pye Weed 4 Inch Pot

24 Blue Flag Iris 4 Inch Pot
RAINGARDEN 2

1 Autumn Brilliance Serviceberry 5 Gallon

5 Dwarf Bush Honeysuckle 2 Gallon

6 Little Bluestem 4 Inch Pot

6 Blue Flag Iris 4 Inch Pot

6 Joe Pye Weed 4 Inch Pot

12 Prairie Dropseed 4 Inch Pot
FRONT PLANTING

2 Gold Standard Hosta 1 Gallon

4 Lady Fern 1 Gallon
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